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KIBLER-UNIVERSAL metal hand shears 



As an independent family-run compa-
ny rich in tradition we have special-
ised since 1926 on the manufacture 
of high-quality metal hand shears for 
professional users.

The high performance and reliability 
of our products is what has made 
our customers throughout the world 
become our long-term partners for all 
mobile and stationary cutting tasks 
for rods, metal sheets, steel belts, 
non-ferrous metals, plastics and com-
posite materials.

The decades of trust customers 
have placed in our brand constantly 
obliges and motivates us to provide 
inspiration with our products and 
services.

We produce with high manufacturing 
depth at our plant in Germany.

KIBLER-UNIVERSAL metal hand shears give you the capability of completing  
extremely different cutting tasks. It is a real low-weight all-rounder on the building 
site or in the factory.

The lever and shears body forged, hardened and die-tempered provide  
well-proven and sturdy power transfer giving ultimate stability as a low  
weight – even when cutting high-strength material.

Designed as straight-cutting shears for unlimited cutting lengths, the special  
construction of the KIBLER-UNIVERSAL ensures that very thin materials such  
as metal foils and sealing materials are also cleanly cut.

Three qualities of approved materials are available for the shears blades.
The blades are easy to replace and regrind.

PRODUCTS



KIBLER-UNIVERSAL metal hand shears  
are available in two models (I & II).

The differences lie in their cutting capacity,  
size and weight.

The three available blade qualities can be installed 
in both shears sizes, are easy to replace and can 
be reground.

You can find the cutting capacities, dimensions 
and weights of both models in the data sheet 
under Downloads.

Cutting with Normal blades: untempered ferrous 
metals, structural steels, leathers, non-ferrous 
metals, sealing materials, plastics

Cutting with Special blades: materials with  
high strength up to 130 daN/mm2, such as  
composite materials with textile or metal  
inserts, steel cables, stainless steels.

Cutting with Extra blades: materials with even 
higher strengths up to 170 daN/mm2, and for  
special applications such as the steel-belt service. 

Higher operating forces may have to be applied 
for cutting materials with high strength.  
The shears are designed for these higher  
operating forces.

Technical data

Size I II

Body & lever Heat-treatable steel Heat-treatable steel

Total length 780 mm/31” 980 mm/39”

Blade length 70 mm/2.75” 70 mm/2.75”

Weight ca. 7,4 kg/16.5 lb ca. 8,6 kg/19 lb

Cutting capacity with Normal blades

Flat iron 6 mm/ 15/64” 8 mm/ 5/16”

Round iron 8 mm/ 5/16” 10 mm/ 25/64”

T- and Angle-iron 4 mm/ 5/32” 5 mm/ 3/16”

Sheet plates 3 mm/ 1/8” 4 mm/ 5/32”



APPLICATION

Trimming
Trimming directly on-site –  
no transport of heavy and 
bulky parts to the shears.

Round and flat iron, wire mesh and 
belt material, also from the coil or 
horizontal roll can be cleanly cut 
directly on-site in confined spaces.

Cutting up to the face
The shears cut up to the face –  
with no protruding components.
An incision up to a bevelled sheet 
leg is just as easy as cutting off 
upright flat material.

The lower leg of the shears angled 
at 45° provides the space for cut-
ting a mitre in T- and L-bars.

Hands-free operation
Hands-free operation directly  
on-site. Flying trimming of plate 
edges – such as in the steel-belt 
service, slitting open tubes and 
ventilation components, cutting 
gutter connecting pieces to size.



Continuous cutting of  
thin workpieces
Sheet plates and other thin materi-
als such as sealing materials can 
be cut with no length limits. Both 
lever arms are always above the 
material during the work – this 
enables good guidance of the 
shears and an optimum view of  
the cut line.

Working with a vice – width stop
Metal strips and sections with the 
same length can be produced with 
the easy-to-use width stop.

Working with a vice – round stop
Discs, circles and radii on sheet 
metal parts can be simply and  
precisely produced with the fast-
use round stop.
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You can obtain the KIBLER UNIVERSAL and 
all available original spare parts directly 
from us or in a well-run specialist tool store.

We would be happy to support you with  
our experience for special cutting tasks.
And in the unlikely event that your  
KIBLER-UNIVERSAL should ever need 
a repair, this is also no problem even  
after many years.


